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 Variations
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Contact Unit

Shielding 
Box Unit

P Case

Clamp

Finished
Crimp the cable to the contact by 
using a MIL tool (MIL-C-22520/1-01) 
with our specified locator attached.
Assemble the contacts to the 
alignment plate.

1500 V AC, 1 minuteWithstanding 
Voltage

5000 M Min. (500V DC)Insulation 
Resistance

500 timesDurability

Contact: 10 m Max. 
Shielding: 50 m Max. 
(100mA) 
(Cable conductor resistance is 
excluded)

Contact 
Resistance

-40 C to +85 C (Includes 
temperature rise by current flow)

Operating 
Temperature 
Range

100 V AC, 100 V DCRated Voltage

4 Amps/pin (PCB design and 
cable type will affect)

Rated Current

 Specifications

For 0.75 sq
TJ50L/CRMD-18LCT
For 0.3 sq
TJ50L/CRMD-22LCT

Locator
(Common to 
Male & Female)

2-Port, In-line Jack
TJ50L(2)-8P-C(xx)

1-Port, Straight, 

Pin Through Hole 
TJ20L(1)-4P

For 0.75 sq 
TJ50L-18PCA

For 0.3 sq
TJ50L-22PCA

For 0.75 sq 
TJ50L-18SCA

For 0.3 sq 
TJ50L-22SCA

1-Port
TJ50L(1)-4S-C(xx) 

TJ50L-4S-UNIT

2-Port
TJ50L(2)-8S-C(xx) 

TJ50L-8S-UNIT

Receptacle

Crimp Terminal (Male)

Plug

1-Port, In-line Jack
TJ50L(1)-4P-C(xx)

Crimp Terminal (Female)
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TJ*L Series
LAN Connector for Railway and Industrial Applications

 Features
1. Robust LAN signal connector available with 4 pos. in 1 port and 8 pos. and 

in 2 port for railway and industrial applications
2. Panel in-line type for system rack & PCB mount type for back board are available
3. Unique “2-piece structure”: Contact unit is inserted to shielding box unit, 

equalizing cable strip length and improving cable assembly process. 
4. Snap-in lock and 3 types of keys provides easy multiple use 

and secure connections, which improves operation for wiring 
and maintenance.

5. Two (2) applicable conductor sizes: 
0.75 sq (Outer jacket dia.  8.4  0.4)
0.3 sq (Outer jacket dia.  6.6  0.2)

6. Additional varieties under planning
1 and 2 port types in right angle.

7. Satisfies ISO/IEC11801 Class D & RoHS. 


